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R  E  V  I  S  I  O  N  S

January 12, 2009

NEW INSTALLATION

EXISTING BASE JOB # ________________

DESIGN/BUILD

PER CONTRACT DOCUMENT

Kevin Waxman

N/A

Mark Millard

John Paul Minas

Fax (510) 293-2100
Hayward, California 94545-2991

25821 Industrial Boulevard, Suite 300

Tel (510) 783-6000

California State C10 License No. 758796
U.L. Certificate ID No. 324787-001

OTHERS ____________________________

November 04, 2013

44OP-048653

BERKELEY LAB
GUEST HOUSE

LAWRENCE BERKELEY
NATIONAL LABORATORY

Berkeley, California

LIC. NO. 758796

FA-07

Not Applicable

FA-07

SHEET NOTES:

REFER TO SHEET FA-03 FOR PANEL
DETAILS AND FA-02 FOR MOUNTING
DETAILS.

HEAT DETECTOR SHALL BE INSTALLED
WITHIN 24" OF SPRINKLER HEAD.

HEAT AND SMOKE DETECTOR  SHALL
BE ACCESSIBLE AT THE TOP OF THE
SHOP. HEAT AND SMOKE DETECTOR
SHALL BE MOUNTED IN THE ACCESS
HATCH ACCESS DOOR. DOOR SHALL BE
WITHIN 6" OF THE ELEVATOR SHAFT.

SEE SHEET FA-03 FOR DETAILED DIAGRAM,
POINT TO POINT LAYOUT FOR CAMPUS
NETWORKS FOR FIBER AND DIGITIZE
SYSTEMS.

MAXIMUM OF 200 FEET FROM THE
MONITORED DEVICE.


